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SPECIFICATIONS

ELECTRICAL: VOLTAGE: 500V DC, CURRENT: 3.0A.
CONTACT RESISTANCE: 20MQ MAX DIELECTRIC .
WITHSTANDING VOLTAGE:500V AC INSULATION.
RESISTANCE: 500MQ MIN OPERATING.
TEMPERATURE: -20°C TO +80°C .
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MECHANICAL

CONTACT: INSERTION FORCE:60G MAX .

MATING FORCE: 44.5N MAX(0.49N PER PIN MAX) .
UNMATION FORCE: 9.8N~39.IN(0.19N PER PIN MIN) .
DURABILITY: 5000 CYCLES .
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REFREFARBEHR) F4:Arial PHYSICAL
¥H:25mm  FHEFARXERAN = HOUSING: LCP UL94V-0 COLOR: BELCE .
400 = CONTACT: COPPER ALLOY .

A SHIELDS: STEEL .

32,77£0,30 — BROARDLOCK: BRASS .
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M3XPO. 7 /F T RTRTER THREADED INSERTS: ZINC ALLOY.
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PIATING
TERMINAL: FULL GOLD PLATING OVER 50U" MIN .
NICKEL UNDER PLATING OVERALL.
SHIELDS: 50U" MIN. NICKEL PLATING OVER COPPER OVERALL .
BOARDLOCK: 80U" MIN. TIN PLATING OVER COPPER OVERALL .
32,77 THREADED INSETS: NICKEL PLATED.
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